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Attention: v Denotes a new question!

General:

1)

2)

% Denotes a revised/revisited question. June 2008

(Q) Designers when calculating small assembly occupancies less
than 50 people are allowed to use the Business occupancy for
egress and separation requirements. May the Business occupancy
also be used for the Plumbing fixture requirements?
(A) No. The less restrictive occupancy applies to egress and
separation ONLY!
(Q) How does the Code address the freeze protection of plumbing
systems installed in seasonal facilities like a swim club?
(A) Section 305.6 of the NC Plumbing Code addresses frost
protection with respect to occupied structures but does not
really address the protection of a seasonal facility. DOI
suggests that the designer develop a plan for protection of the
system which includes not only winterizing of the system but
perpetuation of a policy of protection.
A design example would be:
e All piping below grade shall be a minimum of 12” deep.
e The contractor shall install a %" x 2" tee in the horizontal
portion of the distribution system prior to the vertical riser.
The branch shall be turned downward. The branch shall then
loop upwards to a hose bibb (w/VB) mounted in the restroom
for wash down purposes.
e The remainder of the system shall be installed per the Code.
e The Winterizing procedures shall be posted on a permanent
placard in the office or restroom/s.
Winterizing procedures example:
e Shut off water at the meter.
e Connect small pump to wash down hose bibb.
e Open cold side of lavatory faucet furthest away from pump.
e Open up hose bibb and pump down contents of water
distribution system.
Flush toilets, holding down flush handle until tank is empty.
e Pour antifreeze solution in toilet, lavatory, shower and floor
drain traps.

This is only an example of one approach. The designer needs to
develop an approach based on his sights circumstances and make
that approach a part of the project’s submittal.
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General continued:

3)

4)

5)v

6)v

W

What fixtures are required to go through a grease collection
device?

(A) 1003.3.1 Grease traps and grease interceptors required. A
grease trap or grease interceptor shall be required to receive the
drainage from fixtures and equipment with

grease-laden waste located in food preparation areas, such as in
restaurants, hotel kitchens, hospitals, school kitchens, bars, factory
cafeterias, or restaurants and clubs.

(Q) May a plumbing contractor permit and install a water heater in
entirety (heater, flue & gas piping)

(A) Yes

(Q) Is a contractor allowed to ‘field fabricate” internal piping on a
grease interceptor.

(A) No! All internal piping shall be done by the manufacturer.
(Q) Who would be responsible for a water hammer occurring to an
existing water distribution system after the addition of a yard
sprinkler system?

(A) The Code requires the installation of shock absorbers at
any quick closing valves, such as washing machines and dish
washers. The Code would require additional shock absorbers
to be installed with any sprinkler system utilizing quick closing
solenoid valves.

(Q) Would a plumber have to replace a existing saddle valve
serving a humidifier, when the unit is replaced?

(A) The valve would be considered “existing” and exempt.
Should the saddle valve need moving or replacement, it would
have to be capped and abandoned. The Code does not support
the use of saddle valves.
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Equipment:

1) (Q) Do lowboy type water heaters require the t&p discharge line to
be secured?
(A) Yes!

2) (Q) How do you thermally protect vertical discharge lines on
sewage ejectors installed outside?
(A) You may use weather proof R 6.5 pipe insulation on all
exposed discharge lines or put a manufactured hut with a
rating of R 6.5 over the discharge line. The ejector’s vent shall
terminate in open air.

3) (Q) May a water heater safety pan drain discharge to a sealed floor
having a centrally located floor drain?
(A) Mecklenburg County will consider that floor a waste
receptor for this application only.

4) (Q) Do water heaters installed in Mobile Homes have to meet the
NC Plumbing Code?
(A) No. They are covered under HUD rules and regulations
(Federal Gov)

5) (Q) May you connect several water heater safety pans together in a
single header?
(A) Yes, provided that the pans make indirect connections into
a waste receptor hub and the vertical header makes an indirect
connection to a centrally located waste receptor, storm drain
hub or discharges to the outside of the structure.

6) (Q) May you connect HVAC condensate into the same pan drain
header?
(A) yes provided the waste receptor on each floor is protected
by a trap seal and the centrally located waste receptor on the
ground floor is protected with a trap seal and primer when
flowing to sanitary.

7) (Q) May you pump from one ejector pump to another?

(A) Yes provided that the pumps are sized for all respective
loads and the first /Jupstream pump discharges into the end of
a 10’ long, properly graded gravity line which flows into the
reservoir of the second/downstream pump. This will reduce
oscillations of the float down stream pump’s float switches
due to probable pump velocities.
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Fixtures:

1)

2)

3)

4)

5)

6)v

Fixtures:

(Q) May a new restaurant use the “Core Facilities” for their spaces
minimum fixture count?

A) Yes, provided the core contains enough fixtures to cover
the minimum requirements for the entire floor taking into
consideration the various occupancy types. The Code allows
designer to locate core facilities on every other floor as long
as you don’t exceed the travel distance. In those cases, the
core facilites shall have enough fixture to serve both floors.
(Q) May an owner lock or install security hardware on public
restrooms?

(A) No! A unisex restroom is the only restroom allowing locks
(Q) Do hand sinks in a kitchen have to be directly connected to the
sanitary drain line?

(A) Yes, and it should not be connected to the greasy waste
system unless approved by the Code Official.

(Q) Does a dishwasher hose, looped under a kitchen cabinet,
require a clamp at the top of the loop?

(A) The dishwasher loop needs to be secured as high as
possible. This may be accomplished with a clamp or you may
drill a hole at the uppermost part of the cabinet partition and
loop the hose over to the sink connection thereby securing the
loop as high as possible.

(Q) How close do water and drain escutcheons have to be to the
wall?

(A) There should be no more than a "4” gap between the wall
and the escutcheon.

(Q) What does the Code require of surfaces surrounding water
closets and urinals?

(A) The Code requires:

Urinals = [B] 419.3 Surrounding material. Wall and floor space to
a point 2 feet (610 mm) in front of a urinal lip and 4 feet (1219 mm)
above the floor and at least 2 feet (610 mm) to each side of the
urinal shall be waterproofed with a smooth, readily cleanable,
nonabsorbent material.

Water Closets = No requirements in the Plumbing Code.
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Fixtures:
7)Y (Q) what are the requirements of water coolers placed in hallways?

(A) Chapter 10 of NC Accessibility Code requires the
placement of “wing-walls” where wall mounted water coolers
with a leading edge more than 27” above finish floor level. The
maximum the water cooler may protrude into the space is 4”.
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Venting:
1) (Q) What are the requirements for using a dry vent on a

combination waste and vent system?
(A) A dry vent shall take off at an angle of less than 45 degrees
(0.785 rad) from the horizontal.
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Drainage & Storm:

1)

2)

3)

4)

5)

(Q) May condensate drains or t&p discharge lines drain into traps
located above a ceiling?

(A) Section 802.3 requires that these waste receptors be
readily accessible which by definition would prohibit the use
of ladders or panel.

(Q) May a secondary (emergency) roof drain system discharge
onto the floor or roof area of an enclosed parking deck?

(A) No. The area drains of a parking deck would be connected
to the primary system of the deck. The Code is quite specific
that there shall be no comingling of the two systems. In this
case, the secondary (emergency) system shall discharge to
the outside of the structure and not a primary system of an
adjacent structure.

(Q) May a 4” two-way C/O serve a 3” building drain as well as the
4” sewer? (Reprinted from 2007)

(A) Yes, provided the connection to the 3” building drain is
made with fittings resulting in no ledges that would hinder the
use of sewer cleaning equipment.

(Q) Where does the air gap need to be placed on a three
compartment sink with a stand alone grease trap?

(A) Between the grease trap and the hub drain.

(Q) Where does the Code require an air gap from the sink tailpiece
and the waste receptor in restaurants?

(A) Air gaps on the drainage system are required at food
handling sinks, floor drains located in food storage freezers or
refrigerators, ice bins or potable clear waste. All other indirect
waste may have either an air gap or an air break.
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Water Service/Distribution:

1)

2)

3)

a4y

(Q) Does an expansion tank have to be ASME rated?

(A) No.

(Q) Do yard hydrants require in line RP or Double Check valves?
(A) No. You may use the appropriate atmospheric vacuum
breaker. &
(Q) When a water service is replaced, does the Code require the
structures electrical service to be grounded (ground rod)?

(A) Yes, if the system is not already grounded with a ground
rod. (See 601.3)

(Q) When are shock absorbers required?

(A) 604.9 Water hammer. The flow velocity of the water distribution
system shall be controlled to reduce the possibility of water-water-
hammer. A water-hammer arrestor shall be installed where quick-
closing valves (clothes washers and dishwashers) and copper
metallic piping is used. The water-hammer arrestor shall not be
required on any valves where plastic pipe is used for water
distribution piping.Water-hammer arrestors shall be installed in
accordance with the manufacturer’s specifications. Water-hammer
arrestors shall conform to ASSE 1010.

Note: Plastic piping systems shall not contain copper piping with
exception of a termination fitting.
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